COMPRESSED SYMBOLOGY MARKING PROGRAM DATA SHEET

Report Number: 049

PART 1. MATERIAL DESCRIPTION

Material Family: Rubber

Material Type: Buna-N (Nitrile)

UNS Number: N/A Heat Treat: N/A

Coupon Serial Number(s): 003 (Practice coupon)

Coupon Size: 3/4-inch wide x 2-inch long x 1/16-inch thick

Material Specification(s):

MIL-R-6855

Mill: Unknown - Purchased from Metal Samples, Inc.

PART 2. MARKING OPERATIONS

Marking Specification(s): MIL-STD-130 and MA0104-301
Cleaning Procedure: MA0110-303

Symbol Type: Vericode Symbeol Size: 0.300-inch square
Number of Characters: 7 Number of Data Cells: 11

Information Encoded into Symbol: AB12345

Marking Method (Check appropriate block and attach completed
data sheets): d

A. Computer Driven Dot Peen . . . . . . . . . . . . . . N/A
B. Computer Driven Machine Engraving . . . . . . . . . N/A
C. Computer Driven Micro-sandblaster . . . . . . . . . N/A
D. Computer Driven High Resolution Laser . . . . . . . X

E. Computer Driven Embroidery . . . . . . . . . . . . . N/A

Corrosion Protection Method Used: None
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LASER ETCH MARKING METHOD DATA SHEET

Report Number: 049

PART 1. MARKING DEVICE DESCRIPTION

Manufacturer: AB Lasers, 4 Craig Road, Action, Massachusetts
01720 (508) 635-9100

Name: Landmark Laser Marking System

Model Number: LBI-6000 Serial Number: 6000858

Computer: Motorola 68000 (VME) 32 bit Micro-processer

Software: Vericode Symbol Generation (V-Gen) Revision 2.1

PART 2. MARKING OPERATIONS (Buna-N - Nitrile)

Marking Mode: Continuous Wave Current Setting: LS-110

Speed Setting: GO 50 Frequency setting: Q20,000

Vericode Size: .25" x .25% Depth of Marking: .0039"

Marking Location:

Check position of X
marking on material
coupon

Pos 1 Pos 2 Pos 3 Pos 4

Backfill: Yes X No Backfill Material: Paint Marker
Inspection Verification: Stamp Date 02/18/93
PART 3. DECODING OPERATIONS -

Camera: Pulnex model TM-745 Lens: 08001

Aperture Setting: 8 Focus Setting: 0.50

Control Unit: Pulnex CCU-84 Camera Distance: 3-1/16 inch
Enhance: N/A Gamma: N/A Pedestal: N/A Gain: 7.5

Decoding Results: AB12345

Decoding Successful (first try) . . . . . . . . . . . . X
Decoding Successful (multiple trys) . . . . . . . . . .
MISTESd « o = 2 @ @ w § % % & § § @ % 8 § & ® 8 3 & & 3

NO READ: v = o » @ o o0 s & o % § § 9 & 8 & @ & & & % @ &
Inspection Verification: Stamp €§> Date 02/18/93
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COMPRESSED SYMBOLOGY MARKING PROGRAM DATA SHEET

Report Number: 050

PART 1. MATERIAL DESCRIPTION

Material Family: Rubber

Material Type: Bytyl

UNS Number: N/A Heat Treat: N/A

Coupon Serial Number(s): 003 (Practice coupon)

Coupon Size: 3/4-inch wide x 2-inch long x 1/16 inch thick

Material Specification(s):

AMS 3238, AMS 3239, MIL-R-3065 and MIL-R-6855

Mill: Accurate Plastics

PART 2. MARKING OPERATIONS

Marking Specification(s): MIL-STD-130 and MA0104-301

Cleaning Procedure: MA0110-303

Symbol Type: Vericode Symbol Size: 0.300-inch square

Number of Characters: 7 Number of Data Cells: 11

Information Encoded into Symbol: AB12345

Marking Method (Check appropriate block and attach completed
data sheets):

A. Computer Driven Dot Peen . . . . « + « « « « « « « « N/A
B. Computer Driven Machine Engraving . . . . . . . . . N/A
C. Computer Driven Micro-sandblaster . . . . . . . . . N/A
D. Computer Driven High Resolution Laser . . . . . . . X

E. Computer Driven Embroidery . . . . . . « « « « « « . N/A

Corrosion Protection Method Used: None
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LASER ETCH MARKING METHOD DATA SHEET

Report Number: 050

PART 1. MARKING DEVICE DESCRIPTION

Manufacturer: AB Lasers, 4 Craig Road, Action, Mas
01720 (508) 635-9100

sachusetts

Name: Landmark Laser Marking System

Model Number: LBI-6000

Serial Number: 60

00858

Computer: Motorola 68000 (VME) 32 bit Micro-processer

Software: Vericode Symbol Generation (V-Gen) Revision 2.1

PART 2. MARKING OPERATIONS (Bytyl)

Marking Mode: Continuous Wave Current Setting: L1LS-100
Speed Setting: GO 50 Frequency setting: Q10,000
Vericode Size: .25" x .25" Depth of Marking: .003"
Marking Location:

Check position of X

marking on material

coupon

Pos 1 Pos 2 Pos 3 Pos 4
Backfill: Yes X No Backfill Material: Correction Fluid
Inspection Verification: Stamp e?; Date 02/19/93
PART 3. DECODING OPERATIONS
Camera: Pulnex model TM-745 Lens: 08001
Aperture Setting: 16 Focus Setting: 1.00

Control Unit: Pulnex CCU-84

Camera Distance:

3-1/16 inch

Enhance: N/A Gamma: N/A Pedestal: N/A Gain: 7.5
Decoding Results: AB12345
Decoding Successful (first try) . . . X

Decoding Successful (multiple trys)

. s 0 e

L S T ]

L ]
L] L

LI S T 1

L ]

L S ']

MiErenll v o o« 5 © o o 6 % %W 5 &8 E

NoRead . . . . « ¢ v v v v v« o o+ .

. 3 - 3 -‘h‘\
Inspection Verification: Stamp eg) Date 02/19/93
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COMPRESSED SYMBOLOGY MARKING PROGRAM DATA SHEET

Report Number: 051

PART 1. MATERIAL DESCRIPTION

Material Family: Rubber

Material Type: Neoprene

UNS Number: N/A Heat Treat: N/A

Coupon Serial Number(s): 003 (Practice coupon)

Coupon Size: 3/4-inch wide x 2-inch long x 1/16 inch thick

Material Specification(s):

AMS 3238, AMS 3239, MIL-R-3065 and MIL-R-6855

Mill: Accurate Plastics

PART 2. MARKING OPERATIONS

Marking Specification(s): MIL-STD-130 and MA0104-301

Cleaning Procedure: MA0110-303

Symbol Type: Vericode Symbol Size: 0.300-inch square

Number of Characters: 7 Number of Data Cells: 11

Information Encoded into Symbol: AB12345

Marking Method (Check appropriate block and attach completed
data sheets):

A. Computer Driven Dot Peen . . . . . . . . . . . . . . N/A
B. Computer Driven Machine Engraving . . . . . . . . . N/A
C. Computer Driven Micro-sandblaster . . . . . . . . . N/A
D. Computer Driven High Resolution Laser . . . . . . . X

E. Computer Driven Embroidery . . . . . . . . . . . . . N/A

Corrosion Protection Method Used: None
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LASER ETCH MARKING METHOD DATA SHEET

Report Number: 051

PART 1. MARKING DEVICE DESCRIPTION

Manufacturer: AB Lasers, 4 Craig Road, Action, Massachusetts
01720 (508) 635-9100

Name: Landmark Laser Marking System

Model Number: LBI-6000 Serial Number: 6000858

Computer: Motorola 68000 (VME) 32 bit Micro-processer

Software: Vericode Symbol Generation (V-Gen) Revision 2.1

PART 2. MARKING OPERATIONS (Neoprene)

Marking Mode: Continuous Wave Current Setting: LS-110

Speed Setting: GO 50 Frequency setting: Q7,000

Vericode Size: .25" x .25" Depth of Marking: .003"

Marking Location:

Check position of X
marking on material
coupon

Pos 1 Pos 2 Pos 3 Pos 4

Backfill: Yes X No Backfill Material: Correction Fluid
Inspection Verification: Stamp Date 02/19/93
PART 3. DECODING OPERATIONS -

Camera: Pulnex model TM-745 Lens: 08001

Aperture Setting: 16 Focus Setting: 1.00

Control Unit: Pulnex CCU-84 Camera Distance: 3-1/16 inch
Enhance: N/A Gamma: N/A Pedestal: N/A Gain: 7.5

Deccding Results: AB12345

Decoding Successful (first try) . . . . . . . . . . . . X
Decoding Successful (multiple trys) . . . . . . . . . .
MISTEAMO . s o w0 = o0 a0 8 & om a5 = & e w0 s & e e ew ® e e i

NoO Read . + « v v 4 4 o o o o o o o a o o o o« o o o o« =
Inspection Verification: Stamp @ Date 02/19/93
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COMPRESSED SYMBOLOGY MARKING PROGRAM DATA SHEET

Report Number: 052

PART 1. MATERIAL DESCRIPTION

Material Family: Rubber

Material Type: Silicon

UNS Number: N/A Heat Treat: N/A

Coupon Serial Number(s): 003 (Practice coupon)

Coupon Size: 3/4-inch wide x 2-inch long x 1/16 inch thick

Material Specification(s):

EMS 342, MIL-P-997, MIL-R-6855 & ZZ-R-765

Mill: Sur-Seal

PART 2. MARKING OPERATIONS

Marking Specification(s): MIL-STD-130 and MA0104-301

Cleaning Procedure: MA0110-303

Symbol Type: Vericode Symbol Size: 0.300-inch square

Number of Characters: 7 Number of Data Cells: 11

Information Encoded into Symbol: AB12345

Marking Method (Check appropriate block and attach completed
data sheets):

A. Computer Driven Dot Peen . . . . . « « « « « « « « « N/A
B. Computer Driven Machine Engraving . . . . . . . . . N/A
C. Computer Driven Micro-sandblaster . . . . . . . . . X
D. Computer Driven High Resolution Laser . . . . . . . X
E. Compﬁter Driven Embroidery . . « « « « « « =« « » « » N/A

Corrosion Protection Method Used: None
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MICRO-SANDBLAST MARKING METHOD DATA SHEET

Report Number: 052

PART 1. MARKING DEVICE DESCRIPTION

Manufacturer: Comco, Inc., 2151 North Lincoln Street,
Burbank, CA 91504 (818) 841-5500

Name: Micro Abrasive Profiler

Model Number: PR1101-3 Serial Number: 030

Computer: PC/AT Computer with Comco Bus and VGA Monitor

Software: Vericode Symbol Generation (V-Gen) Revision 2.1

PART 2. MARKING OPERATIONS (Silicon Rubber)

Tank Orifice Size: MB1020-4 (0.018-inch diameter)

Nozzle Type: Rectangular Nozzle Size: MB1500-26 (Orange)
Abrasive: Aluminum Oxide Abrasive size: 25 Microns

Air Pressure: 80 PSIG Power Flow: Maximum

Vector Speed: 50 Nozzle to work distance: .60 mm

Marking Location:

Check position of X
marking on material
test coupon

Pos 1 Pos 2 Pos 3 Pos 4

Backfill: Yes No X Backfill Material:

Inspection Verification: Stamp gg) Date: 04/08/93
PART 3. DECODING OPERATIONS

Camera: Pulnex model TM-745 Lens: 08001

Aperture Setting: 8 Focus Setting: 0.40

Control Unit: Pulnex CCU-84 Camera Distance: 3 1/16"
Enhance: Off Gamma: Off Pedestal: Off Gain: 7.5

Decoding results: AB12345

Decoding Successful (first try) . . . . . . . . . . . . X
Decoding Successful (multiple tries) . . . . . . . . .
MIsTRad <«  « % w & W W ¥ @ W W B ¥ W @ B ¥ % W W 3 & %

Noi Read . « v w & « s s & oo w6 @5 & (& % T R R
Inspection Verification: Stamp & Date 04/08/93
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LASER ETCH MARKING METHOD DATA SHEET

Report Number: 052

PART 1. MARKING DEVICE DESCRIPTION

Manufacturer: AB Lasers, 4 Craig Road, Action, Massachusetts

01720

(508) 635-9100

Name: Landmark Laser Marking System

Model Number: LBI-6000

Serial Number: 6000858

Computer: Motorcla 68000 (VME) 32 bit Micro-processer
Software: Vericode Symbol Generation (V-Gen) Revision 2.1

PART 2. MARKING OPERATIONS (Silicon Rubber)

Marking Mode: Continuous Wave Current Setting: LsS-130

Speed Setting: GO 50 Frequency setting: Q1,000
Vericode Size: Depth of Marking: Surface Mark

w25 X 251

Marking Location:

Check position of X
marking on material
coupon
Pos 1 Pos 2 Pos 3 Pos 4
Backfill: Yes No X Backfill Material:
Inspection Verification: Stamp Date 02/19/93
PART 3. DECODING OPERATIONS
Camera: Pulnex model TM-745 Lens: 08001
Aperture Setting: 12 Focus Setting: 0.30

Contreol Unit: Pulnex CCU-84

Camera Distance: 3-1/16 inch

Enhance: N/A Gamma: N/A Pedestal: N/A Gain: 7.5
Decoding Results: AB12345

Decoding Successtil (FIFrst EX¥) « « » v % s & @ & § « = X
Decoding Successful (multiple trys) . . . . . . . . . .
MISYead & w i o 5 4 = o 2 o o o 5 5 o % s 5 % w 5 s = s

Ho Read i w 5 % & & 5 8 5 0 w o 8 o= o . "
Inspection Verification: Stamp 629 Date 02/19/93
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COMPRESSED SYMBOLOGY MARKING PROGRAM DATA SHEET

Report Number: 053

PART 1. MATERIAL DESCRIPTION

Material Family: Rubber

Material Type: Viton-A

UNS Number: N/A Heat Treat: N/A

Coupon Serial Number(s): 003 (Practice coupon)

Coupon Size: 3/4-inch wide x 2-inch long x 1/8 inch thick

Material Specification(s):

EMS 338, MIL-R-6855 & MIL-R-83248

Mill: Accurate Plastics

PART 2. MARKING OPERATIONS

Marking Specification(s): MIL-STD-130 and MA0104-301

Cleaning Procedure: MA0110-303

Symbol Type: Vericode Symbol Size: 0.300-inch square

Number of Characters: 7 Number of Data Cells: 11

Information Encoded into Symbol: AB12345

Marking Method (Check appropriate block and attach completed
data sheets):

A. Computer Driven Dot Peen . . . . « « « « « « « «. . . N/A
B. Computer Driven Machine Engraving . . . . . . . . . N/A
C. Computer Driven Micro-sandblaster . . . . . . . . . N/A
D. Computer Driven High Resolution Laser . . . . . . . X

E. Computer Driven Embroidery . . « « = « » « « « =« « « N/A

Corrosion Protection Method Used: None
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LASER ETCH MARKING METHOD DATA SHEET

Report Number: 053

PART 1. MARKING DEVICE DESCRIPTION

Manufacturer: AB Lasers, 4 Craig Road, Action, Massachusetts
01720 (508) 635-9100

Name: Landmark Laser Marking System

Model Number: LBI-6000 Serial Number: 6000858

Computer: Motorola 68000 (VME) 32 bit Micro-processer

Software: Vericode Symbol Generation (V-Gen) Revision 2.1

PART 2. MARKING OPERATIONS (Viton-3)

Marking Mode: Continuous Wave Current Setting: LS-130

Speed Setting: GO 50 Frequency setting: Q10,000

Vericode Size: .25" x .25" Depth of Marking: .003"

Marking Location:

Check position of X
marking on material
coupon

Pos 1 Pos 2 Pos 3 Pos 4

Backfill: Yes X No Backfill Material: Paint Stick

Inspection Verification: Stamp 6@) Date 02/22/93

PART 3. DECODING OPERATIONS

Camera: Pulnex model TM-745 Lens: 08001

Aperture Setting: 16 Focus Setting: 1.00

Control Unit: Pulnex CCU-84 Camera Distance: 3-1/16 inch
Enhance: N/A Gamma: N/A Pedestal: N/A Gain: 7.5

Decoding Results: AB12345

Decoding Successful (first try) . . . . . . . « . . . . X
Decoding Successful (multiple trys) . . . . . . . . . .
Mieresd » x 3 & w ¥ ¥ B B 5 B OB G B o8 B N B & OB 5 B

N RBSA 5 v« & & % o 3 & & 5 & = % % 8 & @ ® & 8 & & & 8
Inspection Verification: Stamp §§§ Date 02/22/93
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